
the innovative brand since 1991



Waterless® 
The Trusted Brand

For nearly a quarter century, Waterless Co. 
Inc. has been the inventor, pioneer and 
driver in the waterless® urinal fixture  
industry. Among it, the company created 
firsts in High Performance Composites, 
soybean based resin and recycled plastic 
models plus a full compliment of solid  
and granite color units. Its ceramic and HPC 
urinal fixtures feature a unique 2” interior 
drain line. The company offers the largest 
model range in the industry as well as  
innovative cleaning and maintenance  
products such as EverPrime® for floor drains. 
Real world facility solutions!

Today, our fixtures are found in commercial 
buildings, schools, colleges, sports venues, 
military applications, residential installations, 
mobile applications as well as on ship 
board. All of our products are US Made,  
unless specified otherwise. As the industry  
innovator and leader, the company’s product 
line still offers the most simple and most 
cost effective non-water using urinal system 
on the world market.

Did you know?
A urinal in a men’s restroom is used about three times more often 

than a toilet. Flushing urinals consume between 1 and 3 gallons 

per flush. This amounts to 15,000 to 45,000 gallons per urinal 

per year of fresh water use. That vast amount of potable water 

can easily be saved without sacrificing performance by installing 

time proven No-Flush™ urinals.

·	 Institutional

·	 Commercial

·	 Industrial

·	 Military

·	 Airports

·	 Hospitals

·	 Offices

·	 Schools and Colleges

·	 Parks, Rest Stops, 
	 Playgrounds

·	 Sport & Recreational
	 Facilities, Camps

·	 Portable Applications

·	 Maritime Applications

·	 Trains / Buses

A P P L I C AT I O N S

Every day brings choices.

Waterless® offers 

the choice that counts.



Why  Waterless® 
No-Flush™ Urinals?
The world has changed. Water is no longer 
abundantly available, even in “First World” 
countries like the USA. Dwindling natural 
resources, climate change, the need to 
reduce and/or conserve budget money plus 
behavioral changes have led to an increased 
awareness, desire and need to install water 
conserving fixtures. 

While it is psychologically easier to accept 
reduced flush volumes in flush vales, the 
inherent problems with flush valves remain 
–water use, hard encrustations in waste lines, 
odors, water residue on surfaces, flush valve 
repairs, overflows and vandalism. Urinals 
using less than one gallon per flush have also 
reached their physical (scouring of trap) and 
chemical limits (higher urine to water con-
tent in trap building lime stone). Waterless is 
the answer to all the above problems.

The company is engaged in the continuous 
pursuit of innovation and adaptation.  
Company firsts like soybean resin urinals  
are a testament to this. 

Waterless Co. has a commitment to protect 
and preserve our water resources while 
at the same time creating and sustaining 
social values for our natural environment.

Waterless® urinals are the absolute best 
long term solution for water efficiency 
and maintenance reduction.

•	 No-Flush™ urinals work completely 
	 without water or flush valves. 

•	 Flushed fixture overflows and leaks are high 
	 priority items with maintenance departments.

·	 Waterless®

·	 Odorless

·	 Sanitary

·	 Touch-Free

·	 No Flushometer

·	 No Valve Repairs

·	 Reduces Vandalism

·	 No Pressure Requirements

·	 Reduced Risk Exposure

·	 Simplest Installation

·	 No Overflows

·	 No Deodorizers Needed

·	 Upgrades Facility

·	 Minimizes Waste Volume

·	 Minimizes Sewer Line 
	 Encrustations

·	 LEED® Applicable

·	 Improves IAQ

·	 Reduces Peak Loads

· 	 Reduces facility ’s CO2 
	 and water footprint

F E AT U R E S

The Fit. No Compromise. The Go To Fixture.
Whether specifying for commercial, institutional or residential installations,   No-Flush™ fixtures fit the job. Outstanding 
performance, long term installation history, stylish design and low operational cost have established Waterless® as the go to fixture.



X-Traptor®
Access Slots

EcoTrap® (Recyclable)

BlueSeal® (Biodegradable)

Urine

To Drain

EcoTrap® Inside. How it works: 
 1.	 Urine flows down into the patented 
	 EcoTrap® drain insert.

2.	 In the EcoTrap®, the urine passes through 
	 a floating layer of BlueSeal® liquid, which 
	 forms a barrier that prevents sewer vapors 
	 from escaping to the rest room atmosphere.

3.	 Urine under the barrier layer overflows into 
	 the vertical central tube and runs down to 
	 the conventional drain line.

4.	 As long as there is BlueSeal® 
	 in the EcoTrap® - no odors!

Cross-Section of the Patented EcoTrap®
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The Details:
• 	 The dry urinal surface is liquid repellent 
	 and hostile to bacteria.

• 	 The  BlueSeal® layer is replenished with 
	 3-oz. portions at about 1500 use intervals. 
	 (i.e. on average 2 times a month in a school)

• 	 The EcoTrap® retains sediments and acts 
	 like a filter. It is easily replaced one to 
	 six times a  year  according to  traffic. 

• 	 Drain lines are free of hard encrustations. 
	 They are easily accessed by simply removing 
	 the EcoTrap® with the special X-Traptor®tool.
	 TASK TIME: 20 Seconds

• 	 EcoTrap® inserts are the most economical 
	 on the market today.

• 	 Using BlueSeal guarantees proper functioning 
	 of the system and adds a pleasant restroom  

fragrance.

	 TASK TIME: 3-4 Minutes

BlueSeal® will help with all liquid seal 
non-water using urinals to last long 
and prevent odors.



Maintenance Made Simple
BlueSeal® Refill
Do not remove EcoTrap® for refill.
One 3 oz.(100ml) refill will last for approx. 1500 uses. No need to refill daily!!  

1. 	 Screw the PortionAid onto a BlueSeal® quart bottle.

2. 	 Squeeze bottle to measure out 3 oz. (100ml) of BlueSeal® into PortionAid.

3. 	 Pour BlueSeal® directly into EcoTrap® towards back of urinal.	
Task Time: 20 Seconds

Note: 	Applicable to all non-water using urinals. 
	 Commercially available cleaners will not break down BlueSeal.

EcoTrap® Exchange
Remove or exchange EcoTrap® only when needed, i.e. slow urine flow or pooling. 

1.	 Have the X-Traptor® tool, new EcoTrap®,  a plastic bag and 

	 5 gallon bucket of Hot Water on hand.

2.	 Insert X-Traptor® into trap slots and engage on knobs.

3.	 While slowly pulling up, wiggle tool side to side to loosen EcoTrap®. 

	 Do not pull straight up!  Once the EcoTrap® is removed, 

	 spray a deodorizer into the drain to minimize odor.

4.	 With EcoTrap® still on X-Traptor®, pour liquid contents 

	 of EcoTrap® into the open drain hole of urinal.

5.	 Deposit used EcoTrap® in plastic bag.  Disengage and remove X-Traptor®.

6.	 Seal the plastic bag and discard in locally appropriate manner.

7.	 Loosen any sediment accumulation in drain hole with any long

	 object or brush.

8.	 Pour the 5 gallon bucket of hot water into drain hole of urinal to flush sediments 

	 from waste line before inserting new EcoTrap®.

9.	 Insert new EcoTrap® into drain hole of urinal. Press EcoTrap® down, 

	 below drain hole rim.

10.	 Fill new EcoTrap® with about 12 oz.(400ml) of water. Add 3 oz. (100ml) of BlueSeal®. 

	 See BlueSeal® refill instructions above. Done!

Note: No urinal plastic screens needed as EcoTrap® acts as a strainer. Plastic screens also tend to leave 
water/urine deposits on their edges and need daily removal for cleaning. Best not to use them.



BlueSeal® Liquid
A layer of biodegradable BlueSeal® suffices to isolate urine and sewer odors 
from the atmosphere. A unique liquid, it does not mix, dissolve, or react 
chemically with urine. It does not evaporate at 100˚F and pours at -60˚F, 
which may eliminate fixture winterization costs. One quart of BlueSeal® lasts 
up to 15,000 uses, replacing the 15,000 to 45,000 gallons of potable water 
flushed away by conventional urinals. BlueSeal® can be used efficiently in Waterless and all  
non-water using urinals. Its pleasant fragrance also eliminates the need for deodorizers.

Total Water Conservation
No-Flush™ urinals resemble conventional 
wall-hung urinal fixtures, but do not 
require a water supply or flush valve for 
their proper functioning. Gravity helps 
the flow into the urinal trap, from there 
into the drain line. There is absolutely no 
water use. Works for new construction as 
well as retrofits.

Reduced Maintenance
Without mechanical parts such as flush 
valves, urinal maintenance is greatly re-
duced. Without water use, urinal cleaning 
takes less time since hard water deposits 
on surfaces no longer occur. The EcoTrap® 
functions as a strainer, meaning vandals 
can no longer clog up urinals and over 
flow them! Plumbing professionals appre-
ciate the simplicity. No more removing 
urinals from the wall to snake drain lines!

Custodial maintenance is similar to, or 
less than, conventionally flushed fixtures. 
All others that have followed in our foot 
steps require more complicated and 
maintenance intensive, costly or  
mechanical arrangements.

Borrego™
Model #2103

With 20+ years of installation history

Waterless® No-Flush™ fixtures 

have proven their long term benefits.

Better Hygiene
Flushing fixtures are proven to spread 
bacteria laden aerosols, which then 
seed nearby wet and damp spots in the 
restroom to form new colonies. Water-
less urinals are both dry and flushless. 
As bacteria require water to live, dry 
surfaces in a No-Flush™ urinal are hostile 
to bacteria. Hygiene and IAQ are thereby 
greatly improved by installing No-Flush™ 
fixtures, especially important in schools 
and hospitals. 

Odorless
Flushed urinals have smelled due to the 
naturally occurring chemical reaction 
between water and urine. Without water, 
the chemical reaction no longer occurs. 
The BlueSeal® sealing liquid floating 
inside the EcoTrap® forms a lasting barrier 
against sewer vapor escape into the rest-
room. Alas, no odors as long as BlueSeal® 
is present in the EcoTrap®. BlueSeal works 
efficiently in all liquid based non-water 
using urinals.

The Essentials!



Water Stewardship
Our world renowned brand became an early 
building block to sustainability, incorporated  
into LEED® and a valuable driver for water  
efficiency in buildings. 

For businesses and institutions around the 
world, water is now as much a concern as 
energy, fuel and oil. Waterless urinals are an 
easy way to mitigate water consumption and 
carbon footprints. In addition, implementing 
water efficient products can help a company’s  
sustainable brand image. 

For example, LEED®  
(Leadership in Energy  
and Efficiency Design) has 
become a worldwide and 
accepted tool for improving 
existing and new buildings. 
Water efficiency ( WE) is an important and  
integral part to this guiding document.  
Waterless® urinals can easily contribute up to 
4 points under LEED 2009, once the baseline 
20% water reduction is accomplished (it may 
take a simple change out 1.5 or 1.0 gallon  
urinals to waterless fixtures.)

Another program, the Carbon  
Disclosure Project (CDP),  

reports that 39 percent of  
companies it surveyed are  

already experiencing detri-
mental impacts related to water 

issues. These include among 
others service disruptions due to 

flooding, drought, as well as  
declining water quality. Those  

challenges can add to business operational 
costs, which ultimately must be paid for by the 
consumer. According to the CDP, demand for 
water is projected to outstrip supply by  
as much as 40 percent in the next 20 years.  
As water becomes ever more expensive to 
move and deliver, the CO2 reductions will  
also increase.

Cost Savings
Retrofits save drastically by immediately  
eliminating costly water and sewer charges. 
Installation costs are generally less than  
conventional fixtures, as only a standard  
2” drain line connection is needed. With each 
water/sewer rate increase Waterless No-Flush™ 
urinals become ever more cost efficient.

ROI varies from a couple of months to under 
3 years depending on fixture traffic & water/
sewer costs.

No-Flush™ Urinal Maintenance
As with any urinal fixture or plumbing  
product, custodial maintenance is necessary 
for a proper, clean appearance and optimal 
performance. However, Waterless® No-Flush™ 
urinals require less upkeep than other non-water 
usings fixtures or flushed urinals. Less work,  
no mess and environmentally appropriate.

The Water/Energy Connection
Over the past years, relevant quantitative  
connections have been made between  
water and energy. Water on one hand can  
produce energy, but it also takes energy  
to move water and make it available. For  
example, in the State of California, 19% of  
all energy and 23% of the gas used in the  
State goes to moving water so it is available 
for consumption. With this high energy use, 
water conservation and efficiency are the  
easiest and least expensive way to reduce  
energy consumption.



#2003 / #2003B

High
Performance
Composite

(HPC)

18.0 “ W 
28.0”  L 
10.0”  D

20 lbs.

Wall & Bottom 
Drain Outlets

#2004 / #2004B

High
Performance
Composite

(HPC)

18.0 “ W 
28.0”  L 
10.0”  D

20 lbs.

Wall & Bottom 
Drain Outlets

#2005

High
Performance
Composite

(HPC)

16.25 “ W 
27.75”  L 
14.0”  D

18 lbs.

Wall Drain 
Outlet

#2901

High
Performance
Composite

(HPC)

11.0 “ W 
15.0”  L 
12.8”  D

12 lbs.

Bottom Drain 
Outlet

#2902

High
Performance
Composite

(HPC)

11.0 “ W 
15.0”  L 
12.8”  D

12 lbs.

Bottom Drain
Outlet

#2903

High
Performance
Composite

(HPC)

14.0 “ W 
19.5”  L 
14.0”  D

16 lbs.

Bottom Drain
Outlet

#2101

Vitreous China
(VC)

18.3 “ W 
28.8”  L 
15.0”  D

65 lbs.

Wall Drain 
Outlet

#2103

Vitreous China
(VC)

15.25“ W 
26.25”  L 
14.0”  D

45 lbs.

Wall Drain 
Outlet

#2104

Vitreous China
(VC)

14.0 “ W 
21.5”  L 
14.5”  D

29 lbs.

Wall Drain 
Outlet

#2201*

Post Industrial
Plastic (PIC)

15.0 “ W 
27.5”  L 

14.17”  D

6 lbs. approx.

Wall Drain
Outlet

* Available 2011

#2202*

Post Industrial 
Plastic (PIC)

11.0 “ W approx.

17.0”  L approx.

10.0”  D approx.

3 lbs. approx.

Bottom Drain 
Outlet

* Available 2011/12Note: Wall drain units connect via standard urinal flange to 2” (50 mm) drain line.
	 Bottom drain units require purchase of needed ABS parts.

HIGH PERFORMANCE COMPOSITE

VITREOUS CHINA

Waterless® No-Flush™ 
Urinals carry a 3 year 

Limited Warranty.

VITREOUS CHINA

	 KALAHARI™	 SONORA™	 ANZA™	 DEL MAR™	 DEL CASA™	 SANTA FE™

	 YUKON™	 BORREGO™	 BAJA™		  LAGUNA™	 MONDO™

COLOR
OPTIONS

Please note: Not all colors 
are available for all units.

PLASTIC
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EverPrime® 
Simply Add It...and Forget It! 
Based on the same principles as BlueSeal® for 
urinals, EverPrime® eliminates odors in facilities 
emanating from floor drains, HVAC traps and 
other non-active traps. Long lasting. Does not 
evaporate! Great for unused, empty or aban-
doned buildings. Eliminates and reduces work 
loads replenishing dried out traps. Biodegrad-
able. Improves IAQ. Saves Man Hours and Call 
Backs. Freeze point is -20°F degrees. For 2” to 4” 
traps. Available in both gallon and quart sizes.

BlueSeal®  
Just add it! 
It’s what makes all Waterless® urinals work! After 
20+ years still the best trap sealing liquid for all 
liquid based non-water using urinals on the 
world market. Biodegradable, long lasting, great  
fragrance and time tested.  No special cleaners 
to purchase! All commercially available cleaners 
may be used to clean the urinal without harming 
BlueSeal® in the trap.  An economic alternative 
to costly cartridge/liquid packages. Freezing 
point is -60°F. Zero evaporation at 100°F.  
Saves winterization costs too! The Original!

Please visit www.waterless.com to see our entire product line 
of cleaning liquids and accessories available.

Benefits:
•	 Seals Odors
•	 Long Lasting
•	 Pleasant Fragrance
•	 Hygienic
•	 Improves IAQ
•	 Cost Effective
•	 The Best
•	 Quart, Gallon Sizes Available

Typical Applications:
•	 Educational Facilities
•	 Institutional Facilities
•	 Hospitals
•	 Stadium Restrooms
•	 Vacated Buildings 
	 & Apartments
•	 Restaurants, Factories, 
•	 Cabins , Vacations / Off-Season Locations
•	 RV’s, Boats, etc.

Quart Item No. 1114  |  Gallon Item No. 1101

Building Side Only Building & Drain Sides

Quart Item No. 1514  |  Gallon Item No. 1501

Works Great in:
•	 Floor and Shower Drains
•	 Condensate Drains
•	 Plumbing Fixtures
•	 Drains with Broken Trap Primers

Many Options to eliminate odors. Add water into 
the trap then simply add 3-6 oz. of EverPrime de-
pending on trap size. Or, mix water and EverPrime 
in a quart bottle, shake well and release bottle 
contents into the trapway. EverPrime will settle on 
both sides of the trap.



Misconceptions of Waterless® Urinals:
Over the years and with different products offered 
in the market, the lines often blur of what works.

•	 They smell - this usually means the sealing 
liquid is gone. Simply add the liquid seal-
ant. BlueSeal® is the best available sealing 
liquid on the market. It does not require 
the purchase of special urinal cleaners to 
stay effective. BlueSeal® can be used in all 
non-water using urinals.

•	 Trap inserts too costly - not the case with 
Waterless®. Since 1991, EcoTrap® is the 
least expensive and most simple trap  
insert available on the market.

•	 Maintenance requirements – truly the  
simplest; see simple instructions on page 
8. If a janitor can refill toilet paper, it is 
easier to refill the BlueSeal® liquid. If a  
janitor can change out soap dispensers, 
they can as easily replace an EcoTrap®.  
No need to take traps apart as in others.

•	 Drain line clogs – drain line clogs have 
been around in flushed urinals for the  
past century. Water and urine over time  
essentially build lime stone in the drain 
lines necessitating urinal removal and 
drain line snaking. With no water present 
in Waterless® fixtures, only soft sediments 
can occur. In case of a clog, the building 
drain line is easily accessed via simple  
removal of the EcoTrap® and the full  
2” urinal interior drain line of No-Flush™ 
urinals. No more removing urinals from the 
wall, thereby saving time.

•	 Urine acidity harms drain lines – if that 
would be the case, drain lines would have 
been harmed consistently over the past 
century as urine becomes only more  
acidic when mixing with water. Toxic  
and acidic drain cleaners have not  
harmed lines, so why would the more  
benign water/urine mixture?

•	 Install a flushed urinal upstream from  
non-water using urinals to help line carry 
– the worst of all as any water flow will  
accelerate drain line clogging. See above.

A Waterless® No-Flush™

 urinals saves approximately

15,000 to 45,000 

gallons each year...

No-Flush™ urinals are engineered  
to accept all commercially available  
cleaners without harming or dissolving  
the BlueSeal® in the EcoTrap®.

•	 No weekly or monthly flush outs
•	 No disassembly of trap inserts
•	 Trap insert can be refilled 
	 with BlueSeal®
•	 BlueSeal® can be used in 
	 any non-water using urinal.
•	 Large X-Traptor® tool 
	 removes EcoTrap® easily
•	 Standard 2” flanged 
	 drain line connection
•	 Waterless® No-Flush™ Urinals 
	 minimize vandalism
•	 No deodorizers needed
•	 20+ years of installations worldwide

A D V A N TA G E  W AT E R L E S S ®



www.GreenSpec.comwww.GreenSpec.com

Waterless® Across the World



No-Flush™ Urinals
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